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6. Universal return – side without drive unit (only with a detached end)

5. Hang curtain

for ripplefold curtain 
and ruffle tapes

for pleated curtains

Cover 
cap

See video guide (scan the appropriate QR code on page 1)
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Video guides

MOUNTING
... with ripplefold curtain ... with pleated curtain

... with battery motor

... with ruffle tape

... with 230 V motor

COMMISSIONING

interstil.de/fileadmin/user_upload/
S.E._assembly_ripplefold_EN_S.mp4

interstil.de/fileadmin/user_upload/
S.E_assembly_2023_commissioning_battery_EN_S.mp4

interstil.de/fileadmin/user_upload/
S.E._assembly_pleated_EN_S.mp4

interstil.de/fileadmin/user_upload/
S.E_assembly_2023_commissioning_230V_EN_S.mp4

interstil.de/fileadmin/user_upload/
S.E._assembly_ruffle_tape_EN_S.mp4



Wall mounting Ceiling mounting

Installation procedure

Additional holder for 
Microflex hooks

Holder for clips Holder for 
clips

Hook mounting(s)

Ripplefold curtain and ruffle tapes Pleated curtain Pleated curtain with Microflex hooks



min. 150 mm

Distance from wall 
min. 100 mm

min. 150 mm

29 20

1. Universal return on the drive unit (only with a detached end)

1. Install universal return on the drive unit (only with a detached end)
2. Install brackets
3. Attach fitting
4. Install motor stabiliser
5. Hang curtain (remove excess gliders on pleated curtains and ruffle tapes if necessary)
6. Install universal return on the side without the drive unit if necessary

2. Install brackets

Spacing 
Drilled hole:
-10 mm

Flat bracket eclipse bracket
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3. Attach fitting

Wall mounting Ceiling mounting

Alternatively: ceiling mounting

Install in the same way
With 12 cm threaded rod

Align 
vertically
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4. Install motor stabiliser

Install motor with 
zero tension!


