
Care Instructions
•	Use the products in dry interior areas only.
•	Remove dust deposits from time to time using a lightweight damp cloth.
•	Do not use scouring agents, polish or cleaning products that contain 

solvents.

Installation procedure

Without intermediate bracket 
1.	Mount the wall backing plates on the wall with the precise specified 

spacing

2.	Attach the left bracket to the wall (it must be possible to adjust them 
sideways) �

3.	Attach the profile to the left bracket �
4.	Insert the right bracket into the profile and mount it on the wall (it must be 

possible to adjust it sideways) �
5.	Tighten both brackets at the ends of the profiles. To do so, press the 

bracket and profile tightly together and secure them with the clamping 
screw. �

 
6.	Secure the brackets on the wall backing plates and align them horizon-

tally �

With intermediate bracket 
1.	Mount the wall backing plates on the wall with the precise specified 

spacing

2.	Attach the left bracket to the wall (it must be possible to adjust them 
sideways) �

3.	Insert the intermediate bracket into the rear clamping channel � up 
to the required position and mount it on the wall. (It must be possible to 
adjust it sideways)

4.	Attach the profile to the left bracket �
5.	Insert the right bracket into the profile and mount it on the wall (it must be 

possible to adjust it sideways) �
6.	Tighten both brackets at the ends of the profiles. To do so, press the 

bracket and profile tightly together and secure them with the clamping 
screw. �

 
7.	Secure the brackets on the wall backing plates and align them horizon-

tally �

Dimensions for wall backing plate installation
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