
Träger seitlich verstellbar

- L -

37

Rohrlänge

3636

Distances between base plates:
	
Without intermediate bracket:	 L = tube length + 74 mm (37 + 37)

With intermediate bracket:	 L = tube length + 73 mm (37 + 36)

Markierung 
nach oben

Dimensions for wall installation

Installation procedure

Installing Finale
Integral
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Without intermediate bracket 
 
1. Remove the transport locks � 

2. Attach one bracket to the wall 
3. Attach the tube with the mark facing upwards �
4. Install the second bracket  (slide the curtain rings on beforehand)

5. Screw the bracket at the mark with the Phillips head screw 
    tight � (mark facing upwards)

6. Turn the hexagon socket screw in the other bracket 
    until the pole is straight �
7.  Screw in the finials �

With intermediate bracket 
1. Remove the transport locks � 

2. Attach the intermediate bracket to the wall 
3. Completely screw on the tube end with the mark 
    (mark facing upwards) 

4. Install the end brackets + (slide the curtain rings on beforehand)

5. Turn the hexagon socket screws in both end brackets
    until the pole is straight �
6.  Screw in the finials �

�

Mark 
facing upwards

tube length

brackets sideways adjustable

Mark 
facing upwards

10mm

brackets sideways 
adjustable


